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Executive Summary 

The Puerto Rico Aqueduct and Sewer Authority (PRASA) propose to improve the Dorado Trunk 
Sewer that reaches the Dorado Wastewater Treatment Plant (DWWTP).  This trunk sewer is 
known to be overloaded and cause wastewater overflows.  Additionally, the condition of the 
existing trunk sewer has prohibited or increased the cost of new developments’ connection to the 
existing sewer system, by requiring pump stations with direct conveyance to the DWWTP.   

In addition to present an alternative to alleviate the overloading in the existing Dorado trunk 
sewer, an analysis to determine if any of the communities in the study area can be connected to 
the DWWTP is presented. The analysis took into consideration if any of the existing pump 
station can be eliminated and change the connection from a force line to a gravity lateral sewer. 

The planning effort has three objectives: 

1. Alleviate the overloading of the existing Dorado trunk sewer. 

2. Identify opportunities for elimination of existing sanitary pump stations by gravity lateral 
sewers to reduce operation and maintenance costs. 

3. Proposed possible new connection infrastructure for communities without sanitary sewer 
system. 

To address these objectives three implementation phases are proposed. Phase A is the 
recommended phase of the improvements that will address Objective 1. Phase B and C will 
address Objectives 2 and 3 respectively. 

An opinion of probable cost is offered in this technical report. Table EX-1 summarizes the 
construction cost for the three phases. 

Table EX-1: Opinion of Cost 

 
 

However, the recommendation is to initiate a design procurement stage for the design and 

eventual construction of Phase A. 

 

 

Phase
Estimated 

Construction Cost

Total 

Investment

A $7,305,770 $11,485,000

B $4,144,000 $6,515,000

C $8,123,200 $12,770,000
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1. GENERAL INTRODUCTION 1 

1.1 Introduction 

The Puerto Rico Aqueduct and Sewer Authority (PRASA) propose to improve the Dorado Trunk 
Sewer that reaches the Dorado Wastewater Treatment Plant (DWWTP).  This trunk sewer is 
known to be overloaded and cause wastewater overflows.  Additionally, the condition of the 
existing trunk sewer has prohibited or increased the cost of new developments’ connection to the 
existing sewer system, by requiring pump stations with direct conveyance to the DWWTP.   

The study has the objective of finding an alternative to eliminate the hydraulic overloading of 
one segment of the existing Dorado Trunk Sewer (Dorado TS). The section of the Dorado Trunk 
Sewer included in this evaluation is approximately 3 Km in length.  It starts at the Quintas de 
Dorado Urbanization where the wastewaters coming from several urbanizations (Dorado Reef, 
Dorado Country Estates, Dorado Beach East, etc.) are combined for conveyance along the main 
street of the urbanization. Further downstream other developments are connected to the trunk 
sewer. Figure 1-1 shows the DWWTP service area. The wastewaters of the area to the west and 
south of the city are drained by the Dorado TS. 

In addition to present an alternative to alleviate the overloading in the existing Dorado TS, an 
analysis to determine if any of the communities in the study area can be connected to the 
DWWTP is presented. The analysis considered if any of the existing pump stations can be 
eliminated and change the connection from a force line to a gravity lateral sewer. 

1.2 Authorization 

CH2M Hill / CH Caribe (CHC) is the Program Manager for the Puerto Rico Aqueduct and Sewer 
Authority’s (PRASA) Capital Improvement Program (CIP) in the North and Metro Regions.  
Under subcontract with CHC, MP Engineers of Puerto Rico PSC (MPPR) is authorized to 
manage the pre-construction activities that pertain to PRASA’s CIP in the North and Metro 
Regions.  This project currently forms part of the Task Order 476-752 issued by CHC to MPPR. 

1.3 Purpose 

The purpose of this Technical Report (TR) is to present an alternative to alleviate the 
overloading of the existing Dorado trunk sewer and proposed lateral sewers to connect to the 
DWWTP communities that currently do not have sanitary sewer system. Based on this TR, a 
scope of work will be developed to request proposal(s) for the design of the first phase of the 
new Dorado TS. 
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1.4 Studies Area 

The area evaluated comprises part of the Dorado, Toa Baja and Vega Alta municipalities and is 
shown in Figure 1-1. The wastewater flows generated in the study area drains to the DWWTP. 
The Dorado WWTP is a secondary treatment facility originally built in the 1960s. In 2006, the 
Dorado WWTP was upgraded from 2.02 MGD to 4.05 MGD design monthly average flow with 
peak flow capacity of 8.10 MGD. A separate project under the CIP number 2-26-5006 is 
addressing the necessary improvements to the DWWTP to attend operational problems in the 
facility. 
 
The DWWTP receives the wastewater flow generated in seven communities, Dorado Pueblo, 
Dorado Club, Sabanera, Toa Baja Pueblo, Monte Helena and Los Prados (Figure 1-2). These 
communities have approximately 20,108 inhabitants. The annual average flow for the DWWTP 
was 2.29 MGD for the 2012, with a maximum flow of 3.80 MGD for the same period.   
 
The plants main trunk sewer starts at the Quintas del Dorado urbanization and have segments of 
30” and 36” diameter pipe until reaching the DWWTP.  This trunk sewer is aligned going south, 
crossing the Quintas de Dorado Urbanization and continuing going south until reaching Route 
PR-696 where the pipeline turns east and continues along this road before going cross country 
until reaching route PR-693 where it turns north alongside PR-693 until reaching the DWWTP.  
Figure 1-2 presents the existing infrastructure connected to the DWWTP. The service area has 16 
sanitary pump stations; nine of them are operated by private entities.  
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2. POPULATION AND FLOW 

PROJECTIONS 
2 

 
A population and flow projection analysis was perform to estimate the existing per capita flow 
contribution, to be able to estimate the future contribution of the communities that are currently 
connected and the remaining capacity that will be available at the DWWTP. The basis for the 
population and flow estimates are the 2010 United States Census and the Discharge Monitoring 
Reports of the DWWTP.  The planning period comprises from 2012 to 2038. 

2.1 Population Estimate 

 
The population currently connected to the DWWTP consists of 20,108 inhabitants. This 
population is distributed in three municipalities, Dorado, Vega Alta and Toa Baja. It was 
assumed that the communities in the DWWTP service area will have the same population change 
behavior as their corresponding municipalities served. Therefore, a combined behavior was 
estimated for the Dorado, Vega Alta and Toa Baja municipalities. Table 2-1 presents the 
municipalities’ population change for the period of 2010 to 2038 and the population change for 
the combine municipalities. The municipalities’ population projection for year 2012, 2015, 2020 
and 2025 are based on the Puerto Rico Planning Board projections. To obtain the population 
projection for years 2030, 2035 and 2038 a polynomial regression was used. As can be observed 
in the table the combined municipalities population projection for the 2038 is 174,048 
inhabitants, which represents a combined increase of 3.6% when compared to the 2010 US 
census population. 

Table 2-1: Population Estimates and Projections 

 

For this report, it was assumed that the communities of the DWWTP service area will follow the 
population change behavior of the combined municipalities’ population. Therefore, the combined 



POPULATION AND FLOW PROJECTIONS 

 

Improvements to the Dorado Trunk Sewer / CIP 2-26-5002 
Technical Report   

2-2 

 

adjusting factor was applied to the DWWTP service area to project the population change. The 
2010 DWWTP service area population was obtain from the DWWTP assessment fact sheet of 
the 2010 PRASA Water and Wastewater Infrastructure Master Plan (the PRASA Master Plan). 
Table 2-2 shows the estimated and projected population for the DWWTP service area. 

Table 2-2: DWWTP Service Area Population Estimates and Projections 

 

 

2.2 Flow Estimates 

 
The flow data for the DWWTP was obtained from the Discharge Monitoring Reports 
corresponding to the 2012. The monthly average and daily maximum flow data was used to 
calculate the annual average and maximum flow. Figure 2-1 shows the monthly average flow 
registered at the plant. An annual average was calculated in 2.29 MGD. 

 

Figure 2-1: 2012 Flow Data for the DWWTP 
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The monthly maximum flow is shown in Figure 2-2. The maximum flow for year 2012 was 3.80 
MGD. 

 

Figure 2-2: 2012 Monthly Maximum Flow for DWWTP 

The annual average flow and the maximum flow were used to estimate the maximum flow ratio; 
a ratio of 1.66 was obtained. The annual average was used to estimate the per capita wastewater 
generation rate for the DWWTP service area. Using the 2012 DWWTP adjusted service area 
population it is obtain a contribution of 112.8 gallons per day (gpd). Using the estimated 
wastewater flow per capita contribution the wastewater flow was projected from 2015 to 2038. 
Figure 2-3 shows the wastewater flow projections for the DWWTP service area. It can be 
observed in the figure that the annual average flow will increase to 2.41 MGD by year 2035, 
when achieves the highest value. The DWWTP have an average design capacity of 4.05 MGD, 
therefore, it can be concluded that the DWWTP will have a remaining capacity of 1.64 MGD by 
year 2038. 

As part of this report, in addition to propose an alternative to decrease the overloading of the 
existing Dorado trunk sewer, it is presented possible lateral sewers to eliminate existing pump 
stations and proposed future sewer laterals to connect existing communities that currently don’t 
have sanitary sewer system limiting these connections to the remaining plant’s capacity. 
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Figure 2-3: Wastewater Flow Projections 
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3. PROPOSED 

ALTERNATIVE 3 

3.1 Potential Service Areas 

The main objective of this technical report is to alleviate the existing Dorado trunk sewer 
overloading. However, existing areas without sanitary sewer system were evaluated to determine 
if the DWWTP can receive the projected wastewater generation of these communities. Also, the 
wastewater generation analysis was used to plan enough capacity to the corresponding collection 
pipeline segments. Figure 3-1 shows the potential service area included in the PRASA Master 
Plan and one additional area located in the North West coast of Dorado, which is next to the 
Sabana area. 

Figure 3-1 shows a total of nine potential areas among the Dorado and Vega Alta municipalities. 
Table 3-1 presents the existing population and projections for the potential service areas. It was 
assumed that these areas will follow the same behavior projected for the current DWWTP 
service area. 

Table 3-1: Potential Areas Population Projection 

 
 

An estimate of the wastewater generation for the existing DWWTP service area and the 

potential service areas is presented in Table 3-2. The Dorado WWTP will not have the 

necessary treatment capacity to manage all the potential areas, consequently, not all the 

identified potential areas can be connected to the DWWTP. 
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Table 3-2: Wastewater Flow Generation Projections 

 
 

In order to discriminate which potential areas can be connected to DWWTP, additional 

considerations to determine if it is cost effective adding these potential service areas to the 

DWWTP are needed. As explained previously, this technical report has the objective of 

identifying which communities can be connected to the DWWTP and to eliminate existing 

pump stations to decrease operation and maintenance cost. Taking this into consideration, 

one of the potential areas needs further evaluation to determine if the P05 area can be 

physically connected to the DWWTP due to the topography and more proximity to other 

wastewater treatment facilities.  

 

All the remaining potential areas could be connected to the Dorado WWTP. Considering 

this a revision of the wastewater flow projections is presented in Table 3-3. With the 

proposed potential areas the projected average and maximum flow will be 3.74 MGD and 

6.21 MGD, respectively. 

 

Table 3-3: Wastewater Flow Generation for Proposed Potential Areas 
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3.2 Proposed Project 

As mentioned in previous sections, this technical report addressed three different objectives: 

1. Alleviate the overloading of the existing Dorado trunk sewer. 
2. Identify opportunities for elimination of existing sanitary pump stations by gravity lateral 

sewers to reduce operation and maintenance costs. 
3. Proposed possible new connection infrastructure for communities without sanitary sewer 

system. 
However, the principal objective is to present an alternative to avoid the overloading of the 
existing trunk sewer. Therefore, the proposed alternative will be divided in three stages: Phase A 
is the recommended phase of the improvements that will address Objective 1. Phase B and C will 
address Objectives 2 and 3 respectively. 

3.2.1 Phase A 

The proposed Phase A will address the overloading of the existing Dorado trunk sewer. Figure 3-
2 shows the proposed infrastructure in Phase A. This phase proposes a new trunk sewer starting 
at the intersection of the PR-696 with the José Efrón Avenue until reaching a proposed sanitary 
pump station that will replace the existing plant pump station and headworks. Also, several 
lateral sewers are proposed in this phase.  

The objective of the proposed infrastructure is to decrease the loading that is currently 
discharged into a manhole located at the entrance of Quintas del Dorado community and the 
overloading that is currently occurring along the existing trunk sewer. The proposed Efrón 
Avenue lateral sewer will allow diverting part of the flow that is currently discharged to the 
mentioned manhole, which will result in avoiding the overflows of manholes within the 
community. 

3.2.1.1 New Sanitary Pump Station 

A new sanitary pump station is proposed to replace the existing pump station and headworks at 
the DWWTP. This new pump station is proposed next to the Dorado WWTP. The proposed 
pump station will have a capacity of 4.05 MGD, and will have the area for receiving the tank 
trucks. The facility will be designed taking into consideration provisions for odor control. 

3.2.1.2 Main trunk Sewer and Lateral Sewer 

The proposed main trunk sewer will have segments of different pipe diameters. The estimated 
pipe capacity considers the projected flow for all three proposed phases.  The first segment will 
be of a maximum diameter of 30 inch and a length of 544 meters. This segment starts at the 
intersection of the José Efrón Avenue with the PR-699 and ends at the turning point in this road 
of the existing Quintas the Dorado trunk sewer.   
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From the Quintas de Dorado connection point the new trunk sewer will continue 946 meters 
(part out of existing roads) until reaching other connection point with a new lateral proposed. 
This new lateral sewer pipe will have a diameter of 12 inches and a length of 1,422 meters. This 
pipe will start at the Dorado Beach East SPS. This improvement will require changing the 
connection pump station’s point from the existing point in Quintas del Dorado to the new lateral 
sewer at the intersection of the José Efrón Avenue and the PR-699. 

From its start point the first segment of the main trunk sewer will continue until reaching the PR-
693. In which a connection point is proposed to collect the existing flow from Mameyal Area. 
This pipe segment will have a maximum 30 inch diameter and a length of 889 meters.  

The Mameyal area will be connected to a new pipe segment of a maximum diameter 36 inch and 
a length of 415 meters. This pipe segment starts in the Mameyal Area in PR-693 and ends at the 
proposed main trunk sewer connection point. From this point, the proposed trunk sewer will 
continue until reaching the proposed 4.05 MGD. 
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3.2.1.3 Phase A Cost Estimate 

Table 3-4 summarizes the capital costs associated with this phase.  The opinion of probable cost 
is considered a Class 5 estimate with an expected accuracy of -30% to +50%. Phase A has a 
construction cost of approximately $7.3 M and an investment cost of approximately $11.5 M. 
The investment cost considers design, inspection, and services during construction, 
contingencies and general administrative cost. 

Table 3-4: Phase A Cost Estimate 
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3.2.2 Phase B 

The proposed Phase B will address the objective of eliminating existing pump stations to 
decrease operation and maintenance costs. Figure 3-3 shows the infrastructure proposed under 
this phase. It is important note, that in order to construct Phase B, the proposed Phase A needs to 
be fully operational. 

Phase B consists in the extension of the proposed trunk sewer in Phase A and several lateral 
sewers that will eliminate existing pump stations allowing the connection of the communities 
being served by gravity, instead of force line. 

3.2.2.1 Phase B Main Trunk Sewer 

The proposed Phase B trunk sewer will start at the PR-696 at the western limit of the Dorado 
Country Estates community. This proposed trunk sewer segment will have pipe sections with 
different diameters; the first section will have a maximum diameter of 18 inches and a length of 
1,200 meters. The second pipeline section will have a maximum diameter of 24 inches and a 
length of 852 meters. The proposed trunk sewer ends at the intersection between the José Efrón 
Avenue and the PR-696, which is the starting point of the main trunk sewer segment proposed in 
Phase A. 

3.2.2.2 Phase B Lateral Sewers 

In Phase B, several lateral sewers are proposed to eliminate existing sanitary pump stations. The 
first proposed lateral sewer will start at the existing San Antonio SPS and will connect with the 
proposed main trunk sewer in Phase A. This new lateral sewer will have a maximum diameter of 
12 inch and a length of 832 meters. This lateral sewer will allow the elimination of the existing 
San Antonio SPS and will manage part of the generated wastewater flow from the Dorado Urban 
area. 

The second lateral sewer will start at the existing Dorado Country Estates Pump Station and will 
continue until reaching the starting point of the proposed Phase B main trunk sewer. This lateral 
sewer will have a maximum diameter of 12 inches and a length of 955 meters. This lateral sewer 
will also collect the flow from the existing Dorado Beach Pumps Station. This lateral sewer will 
convey the flow generated at the Dorado Country Estates community. 

A third lateral sewer will start at the existing pump station located in the Paseo Las Olas 
community. This lateral will have a maximum diameter of 12 inches and a length of 603 meters, 
and will end at the intersection between the PR-696 and the entrance to the Dorado Beach 
Resort. In this area the connection of the Dorado Regency Sanitary Pump Station is proposed. 
This will allow the elimination of the pump station and will convey by gravity the flow generated 
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in the Paseo Dorado, Paseo del Mar, Paseo Real, Paseo del Sol and Paseo los Corales 
communities. 

A fourth lateral sewer is proposed in this phase, it starts at the existing Monte Elena Pump 
Station, and will allow the elimination of this pump station. The proposed pipeline will have two 
segments of different pipe diameters. The first one will have a maximum diameter of 12 inches 
and a length of 817 meters. This first segment will manage the flow generated at the Monte 
Elena, Arenal, Arenal 2 and San Antonio communities. It will also allow eliminating other 
sanitary pump station located in the San Antonio community. 

The other segment of the fourth lateral sewer will have a maximum diameter of 15 inches and a 
length of 890 meters. This pipeline segment will collect the flow generated in part of the San 
Antonio community. This lateral sewer will also ends at the intersection between the PR-696 and 
the entrance of the Dorado Beach Club. 
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3.2.2.3 Phase B Cost Estimate 

Table 3-5 summarizes the capital costs associated with this phase.  The opinion of probable cost 
is considered a Class 5 estimate with an expected accuracy of -30% to +50%. Phase A has a 
construction cost of approximately $4.14 M and an investment cost of approximately $6.5 M. 
The investment cost considers design, inspection, and services during construction, 
contingencies and general administrative cost. 

Table 3-5: Phase B Cost Estimate 
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3.2.3 Phase C 

Phase C will address the objective of providing the conveyance pipelines for the connection of 
existing communities that don’t have sanitary system. The purpose is to provide collectors to 
connect the potential service areas identified in Section 3.1, preferably by gravity. Figure 3-4 
shows the proposed infrastructure under this phase. To be able to implement this phase, phase A 
and B must be fully operational. 

Phase C consists in several lateral sewers to be connected to the main trunk sewer proposed in 
phases A and B. extension of the proposed trunk sewer in Phase A. The proposed Phase C 
infrastructure will add an additional 1.34 MGD to the flow projected for 2038 of the existing 
DWWTP service area. 

3.2.3.1 Main Lateral Sewer 

A main lateral sewer (or sub-trunk sewer) is proposed along part of the PR-693, this pipeline will 
have segments of different diameters. The pipe starts at 12 inches and change to 15 inches until 
the connection point with the proposed main trunk sewer in Phase A.  This pipe will have a total 
length of 3,337 meters. 

3.2.3.2 Lateral sewers to Connect Potential Service Areas 

 

Potential Service Area 1 

The potential area 1 corresponds to part of the Jardin Dorado community. It is proposed to 
connect this community through an existing pipe. This existing pipe will be connected to the 
lateral sewer proposed in Phase B which that starts at the existing Monte Elena pump station.  

Potential Service Area 2 

Other lateral sewer proposed is to provide sanitary service to the Arenal 2 and part of Arenal 
communities. This proposed lateral will follow a cross country route until reaching the 
connection point at the entrance of the Dorado Beach Resort. This pipe will have a maximum 
diameter of 12 inches and a length of 1,200 meters. 

Potential Service Area 3 

This lateral sewer will allow connecting part of the Higuillar Ward. This connection will be 
through a 12 inches gravity pipe and a length of 3,090 meters. The lateral start at the Higuillar 
ward at the PR-694 and ends at the proposed main trunk sewer in PR-693. 
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Potential Service Area 4  

The potential area 4 considers the Doraville urbanization. This community will be connected by 
gravity through a pipe of 12 inches and a length of 2,050 meters. This lateral start at PR-695 in 
the Doraville urbanization and end at the proposed main trunk sewer in PR-693. 

Potential Service Area 5 

It was determine that the potential service area 5 will be evaluated separately to determine to 
which treatment facility can be connected. As explained in Section 3, this area is closer to other 
treatment facilities, and due to its topography can be difficult to connect it to the DWWTP. 

Potential Service Area 6 

The lateral sewer starts at the Sabana community and ends in the starting point of the main trunk 
sewer proposed in phase B. This pipe will be a force line of 16 inches diameter. A new pump 
station is proposed to be located in Sabana community; this pump station will have a capacity of 
approximately 100 gpm. This connection will allow providing sanitary system to the north 
western part of Sabana Community. 

Potential Service Area 7 

The lateral sewer proposed to connect potential service area 7 will start PR-659 at the Espinoza 
Ward and ends at the starting point of the proposed main trunk sewer at the PR-693. This pipe 
will have a diameter of 12 inches and a length of 2,030 meters. 
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3.2.3.3 Phase C Cost Estimate 

Table 3-6 summarizes the capital costs associated with this phase.  The opinion of probable cost 
is considered a Class 5 estimate with an expected accuracy of -30% to +50%. Phase A has a 
construction cost of approximately $8.1 M and an investment cost of approximately $12.8 M. 
The investment cost considers design, inspection, and services during construction, 
contingencies and general administrative cost. 

Table 3-6: Phase C Cost Estimate 
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4. CONCLUSIONS AND 

RECOMMENDATIONS 4 

4.1 Conclusions and Recommendations 

This technical report addressed three main objectives: 

1. Alleviate the overloading of the existing Dorado trunk sewer. 
2. Identify opportunities for elimination of existing sanitary pump stations by gravity lateral 

sewers to reduce operation and maintenance costs. 
3. Proposed possible new connection infrastructure for communities without sanitary sewer 

system. 

However, the main objective is to address Objective 1. Therefore, it is recommended initiating a 
design process for Phase A. The Phase A provides the solution for the Quintas del Dorado 
overflow of manholes and also takes into consideration the necessary capacity to eventually 
construct phases B and C to gravity provide conveyance for the area of study. Also, it is 
recommended further evaluation to determine the best way of connecting the existing 
communities without sanitary sewer system.  

The proposed Phase A has an estimated construction cost of $7.3M and an estimated investment 
of approximately $11.5M. 
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5. PROJECT SCHEDULE 5 

5.1 Phase A Project Schedule 

A summary of the schedule milestones is shown below:  

Table 5-1: Project Schedule Summary 

Activity Schedule (due date) 

Technical Memorandum  September 2013 - Completed 
Complete Design Procurement November 2013 
Complete Design March 2014 
Complete Bid Procurement September 2014 
Complete Construction May 2015 
 

Based on this schedule it is expected that th project will be completed by May 2015. 
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6. PERMITS AND LAND 

ACQUISITION 6 

6.1 Permits Plan 

A Preliminary Permits Plan is provided in Table 6-1 below: 

Table 6-1: Preliminary Permits Plan 

Environmental Permits and Endorsements 
Responsible 

Party 
Scheduled 

OGPe Environmental Compliance MPPR BBS 
DTPW Endorsement Designer BBS 
Dorado Municipality Endorsement MPPR BBS 
OGPe Tree Removal, Trimming and Replanting Permit MPPR BBS 
Local Hydraulic and Hydrology Study  Sub-consultant BBS 
BBS – Before Bid Start 

6.2 Land Acquisition  

Land acquisition will be necessary for the cross country portion of the pipeline and the proposed 
pumping station. Nevertheless, this opinion will be verified during the design stage and the pre-
construction management modified accordingly. 
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